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Preface
Thanks for purchasing Guru-Z products.  The Fiber Body is a strengthened and durable frame for E-Sky King II.  Please 
read the manual carefully before assembling the model. You may always get the latest online version of the manual via 
http://www.guru-z.com/download/manual/GES-4101.pdf

•Rigid Frame structure and strong Motor mount
•Better Belt guide to ensure belt in track
•Boom Mount upgradeable to 12mm to adapt TREX / Compy / Shaman Parts
•Lower Frame compatible with King Stock battery tray
•Landing Skid and ski compatible with stock King parts
•Easy-Break™ design helps saving maintenance cost (just like ABS help brake)

Key Features

Tools needed 
•1.5mm “+” head screwdriver
•1.5mm Hex driver
•Plier

Notes on screws type
•Please use the screws carefully. Types of Screws used are shown below.



The Swash holder is installed 
opposite to the stock version 
of the King.



•Make sure the belt guide can be freely rotate 
after securing the screws.
•You may choose to install the stock King II 
belt guide in the other 2 holes.



•Install the parts as shown in the 
diagram. NOT all holes need 
screws at this stage.
•Install Servo at this stage will be 
easier





You may choose to use the stock King 2 
Lower Frame.

You may choose to use the stock King 2 Landing ski.



The position of the 6 inter-frame 
supports are shown in the diagram. 
Note that 2 of them are longer in 
length.



•Secure the Upper frame 
and Lower frame. Make 
sure the belt guide. 
•The ring included is to 
be place between the 
belt gear and the frame.




